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Pipeline and Hazardous Materials Safety Admin., DOT § 192.1013 

within a distribution pipeline con-
sisting of mains, services and other ap-
purtenances; areas with common mate-
rials or environmental factors), and for 
which similar actions likely would be 
effective in reducing risk. 

(d) Identify and implement measures to 
address risks. Determine and implement 
measures designed to reduce the risks 
from failure of its gas distribution 
pipeline. These measures must include 
an effective leak management program 
(unless all leaks are repaired when 
found). 

(e) Measure performance, monitor re-
sults, and evaluate effectiveness. 

(1) Develop and monitor performance 
measures from an established baseline 
to evaluate the effectiveness of its IM 
program. An operator must consider 
the results of its performance moni-
toring in periodically re-evaluating the 
threats and risks. These performance 
measures must include the following: 

(i) Number of hazardous leaks either 
eliminated or repaired as required by 
§ 192.703(c) of this subchapter (or total 
number of leaks if all leaks are re-
paired when found), categorized by 
cause; 

(ii) Number of excavation damages; 
(iii) Number of excavation tickets 

(receipt of information by the under-
ground facility operator from the noti-
fication center); 

(iv) Total number of leaks either 
eliminated or repaired, categorized by 
cause; 

(v) Number of hazardous leaks either 
eliminated or repaired as required by 
§ 192.703(c) (or total number of leaks if 
all leaks are repaired when found), cat-
egorized by material; and 

(vi) Any additional measures the op-
erator determines are needed to evalu-
ate the effectiveness of the operator’s 
IM program in controlling each identi-
fied threat. 

(f) Periodic Evaluation and Improve-
ment. An operator must re-evaluate 
threats and risks on its entire pipeline 
and consider the relevance of threats in 
one location to other areas. Each oper-
ator must determine the appropriate 
period for conducting complete pro-
gram evaluations based on the com-
plexity of its system and changes in 
factors affecting the risk of failure. An 
operator must conduct a complete pro-

gram re-evaluation at least every five 
years. The operator must consider the 
results of the performance monitoring 
in these evaluations. 

(g) Report results. Report, on an an-
nual basis, the four measures listed in 
paragraphs (e)(1)(i) through (e)(1)(iv) of 
this section, as part of the annual re-
port required by § 191.11. An operator 
also must report the four measures to 
the state pipeline safety authority if a 
state exercises jurisdiction over the op-
erator’s pipeline. 

[74 FR 63934, Dec. 4, 2009, as amended at 76 
FR 5499, Feb. 1, 2011] 

§ 192.1009 What must an operator re-
port when a mechanical fitting 
fails? 

(a) Except as provided in paragraph 
(b) of this section, each operator of a 
distribution pipeline system must sub-
mit a report on each mechanical fit-
ting failure, excluding any failure that 
results only in a nonhazardous leak, on 
a Department of Transportation Form 
PHMSA F–7100.1–2. The report(s) must 
be submitted in accordance with 
§ 191.12. 

(b) The mechanical fitting failure re-
porting requirements in paragraph (a) 
of this section do not apply to the fol-
lowing: 

(1) Master meter operators; 
(2) Small LPG operator as defined in 

§ 192.1001; or 
(3) LNG facilities. 

[76 FR 5499, Feb. 1, 2011] 

§ 192.1011 What records must an oper-
ator keep? 

An operator must maintain records 
demonstrating compliance with the re-
quirements of this subpart for at least 
10 years. The records must include cop-
ies of superseded integrity manage-
ment plans developed under this sub-
part. 

§ 192.1013 When may an operator devi-
ate from required periodic inspec-
tions under this part? 

(a) An operator may propose to re-
duce the frequency of periodic inspec-
tions and tests required in this part on 
the basis of the engineering analysis 
and risk assessment required by this 
subpart. 
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